CLUTCH

The single plate dry disc clutch, made by Fichtel & Sachs, is
nydraulically controlled. Adjustment and manipulation of clutch is

explained in group K Clutch,

operating process K 3. Principally

lined plates resp. complete clutches in exchange should be fitted
when overhauling. We have described a clutch overhaul, basic
adjustment K 7, solely for emergency cases, when replacement
spares are not available. Adjuster ring as well as adjuster bolts
are required to carry out this work. Dimensions for these two
auxiliary tools are shown in drawings, group clutch K 7.

Make and type

Adjustment from release
surface to disc surface

Release movement
Clutch facing worn at

Clearance between release
bearing and release surface

Measure of depth from
bearing surface of pres-
sure plate to flywheel
drive surface

Fichtel & Sachs

Single plate, dry disc with
torsional damper

K12K Z

49 mm or 1.9291"
8 + 2 mm or .3150 + ,0787"
11 mm or .4331"

2 mm or .0787"
(corresponding pedal movement
appr. 20 mm or .7874")

29 mm or 1.417"
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K. CLUTCH

K1. Removal of clutch and reassembly
Engine removed
Gearbox removed

Tools: 3 clutch tension stirrups, socket-spanner
14 mm, depth gauge, plastic head hammer,
clutch guide punch (dummy shaft) WK 35.

Figure 1

1. Insert tension stirrups and both bolts near to
stirrup until stirrup tightens. (3 clutch tension stir-
rups, socket spanner 14 mm)

Figure 2

2. Rotate flywheel and insert next tension strap.
Slacken bolts.

Figure 3

3. Rotate flywheel again, insert last tension stirrup
and tighten same by slackening next bolts.

4, Undo all bolts diagonally.
5. Remove clutch and lift out plate.

Caution: When reassembling, to ensure proper
assembly fit new clutch plate with dummy shaft.
Insert plate so that inscription "Kupplungsseite"
(Clutchside) is visible.

Figure 4
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6. Ifthe clutch bearing surface of the flywheel requires
regrinding, the surface for cover plate must be re-
turned to same dimensions to ensure the correct
depth of 29 mm or 1.1417" when checked with depth
gauge.

Figure 5

7. Do not touch clutch facings with fingers. When in-
serting clutch plate take hold of hub.

Figure 6

8. When reassembling the clutch, tighten bolts diagon-
ally and remove tension stirrups. When tightened,
tap clutch cover plate slightly round about with
plastic-head mallet to set plate and tighten bolts
again.

(Socket spanner 14 mm, dummy shaft and plastic-
head mallet)

Figure 17

9. Tap dummy shaft slightly with mallet so that it can
be removed easily.
(Plastic-head mallet)

Figure 8

Caution: The clutch guide bush of the flywheel can
be replaced without special tools and without re-
moval of flywheel. (See M 3, figure 39 and 40)

Caution: Principally fit complete exchange clutch
assemblies. For special cases see K 7.
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