BODY

The body of the Borgward "Isabella" is of the combined body /
chassis type, to which the front axle assembly as well as the rear
axle is mounted.

The adjustment of the assemblies are determined by this way of
assembly.

Castor of frontwheels as well as track, toe-in and wheelbase of
rear wheels are thus constant.

Settings are made by the works. In case of deviations it must be
concluded that in most cases the car was involved in accidents.
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A. BODY

Al, Removal and installation of a door

Tools: "Stanley" screwdriver for Philipp screws,
screwdriver, punch 3 mm, hammer, socket 10,
14 mm, Allen (Inbus) key 6 mm.

Figure 1
1. Remove plastic frame for window.
(Stanley screwdriver)
Figure 2

2. Remove both window regulators, press back es-
cutcheons, drive out pin.
(Screwdriver, punch 3 mm or 1/8", hammer)

Figure 3

3. Undo door handle
(Screwdriver)

4. Remove cover plate, door inside.
(Stanley screwdriver)

5. Loosen pullrod for door handle.
(Socket 10 mm)

6. Undo support plate for pullrod door opener.
(4 bolts, socket 10 mm)
Figure 4
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7. Loosen door hinges.
(Socket 14 mm, hold on with Allen key)

8. Lift out ornamental batten.
(Screwdriver)

9. Lever out guide pulley from guide channels.
(8 strong screwdrivers)

Figure 5

10. Pull down small ventilating pane and lift out through
aperture on door cover.

Figure 6

11. Undo attachment bolts for frame.
(4 bolts, socket 10 mm)

Figure 7, left

12. Undo slotted screw for parapet batten from under-
neath, inside.

Figure 7, right

13. Undo 2 slotted screws for frame on door side.
(Screwdriver)

14. Remove parapet batten outside.

15. Undo 2 slotted screws for frame.
(Screwdriver)

16. Lift out frame upwards uniformly.

17. Screw out door lock from inside through stuck to-
gether holes. (Screwdriver)

Figure 8
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